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Ancillaries
Attachment AAZ

Spring return Actuators Normally Closed (N.C.) - Output Torque related to rotation angle, in Nm

(O°valve closed 90° valve open)
Spring Torque Air pressure supply in bar

2,4 2,8 3 3,5 4,2 5 5,6 6 7 8
0° ] 50° | 90° | 0° ] 50° ) 90° | 0° |50°|90° | 0° 50° | 90° | 0° 50° | 90° | 0° | 50° | 90° | 0° 50° | 90° 0° 50° | 90° 0° 50° | 90° 0° 50° | 90°

Size | 0° |50° | 90°

2 5 8 40,0 30,0 60,0 457 | 21,4 | 257 | 600 | 300 § 400 | 67,1 | 343 | 471 | 850 | 450 65,0 | 1100 60,0 90,0

3,5 50,0 375 75,0 57,1 268 | 321 75,0 37,5 50,0 | 100,0 52,5 750 |1286 | 69,6 1036 | 150,0 82,5 |1250
4,2 60,0 45,0 90,0 65,0 30,0 350 | 90,0 45,0 60,0 |1186 | 62,1 | 886 | 140,0 75,0 |110,0 | 1543 | 83,6 | 1243 | 190,0 | 1050 | 160,0 | 2257 | 126,4 | 1957
5,6 80,0 60,0 120,0 986 | 47,1 | 586 |120,0 60,0 80,0 § 1343 | 68,6 94,3 | 170,0 90,0 130,0 [ 2057 | 111,4 | 1657
Technical Data
. *Moving time (sec.)
Max ** Min . Stroke Screw Stroke .
Rotation : - Operating temperature (°C)
Pressure Pressure Adjustment Adjustment Opening Closing
92° Standard —20°C +80°C
8.4 bar 1 bar 10 +91° Not available - 0.40 0.37 High temperature —20°C +150°C
- Low temperature —50°C +60°C
Weiah Chamb A | Theoretical n° of turns | Rim pull force (N) to Maximum
eight amber | Al VOILUME 1 16 close/open starting | obtain the nominal | flange torque **Attention:
Kg @ (mm) L/cycle L values ! .
from neutral position torque for “High Temperature”
F07 = 250 N and “Low Temperature” version,
= m the Min Pressure is 3 bar.
9 80 0.68 18 54.5 F10 = 500 Nm

*The moving time could vary on different operating and installation factors .

Operating Medium

The operating medium shall have a dew point equal to — 20 °C or, to be at least, 10 °C below the ambient temperature (ISO 8573-1, Class 3).
The maximum particle size shall not exceed 40 pm (1ISO 8573-1, Class 5).
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